
MULTIPLE ROLL WIRING DIAGRAM
FOR 120V & 240V TEMPZONE FLOOR HEATING
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THERMOSTAT SENSOR
(LOW VOLTAGE)

        ENSURE THE SYSTEM IS GROUNDED 

HOUSE GROUND

Tape Indicators
Red (240) or
Yellow (120)

WHITE

BRAIDED 
GROUND 
SHEATH

        TEFLON INSULATION

 TEFLON INSULATION

 STRANDED CONDUCTOR CORE

BRAIDED GROUND SHEATH 

FOR ELECTRICIAN

MOUNTING HARDWARE 

SINGLE GANG BOX

JUNCTION BOX
(OPTIONAL)

MYSA

1. MAT HAS NO POLARITY
2. RED OR YELLOW INDICATORS ON COLD LEAD 

INDICATE “BEGINNING” OF MAT. WHITE INDICATORS 
SIGNIFY “END” OF MAT

3. COLD LEAD IS 13” AT “BEGINNING” OF MAT, 26’ AT “END” 
OF MAT (20’ & 40’ LEADS ON 3’ WIDE MATS)

4. ENSURE THAT ALL COLD LEADS PRESENT IN 
THERMOSTAT BOX ARE THE SAME DIAMETER

5. DO NOT SHORTEN MAT
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