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1.  INPUT VOLTAGE TO THE RELAY, VOLTAGE OF THE   
    RELAY ITSELF AND THE VOLTAGE OF THE MAT                  
    SHOULD BE ALWAYS THE SAME. 
2. RELAY IS RATED FOR 22 AMPS MAX. 30 AMP MAX
    BREAKER WITH 5mA GFCI IS REQUIRED.
3. IF MUTILPLE INTEGRATION KITS ARE NEEDED, WE
    SUGGEST USING 240V INTEGRATION KITS AND
    HEATING SYSTEMS. SEE APPROPRIATE DIAGRAM.
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MOUNTING OPTIONS
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KIT IS MOUNT-
ED IN THE 
ELECTRICAL BOX BEHIND A 
LOW-VOLTAGE THERMOSTAT. 
HIGH VOLTAGE WIRING IS 
LOCATED IN THE ADJCENT 
ELECTRICAL BOX.

INTEGRATION KIT IS 
MOUNTED IN THE 
REMOTE LOCATION 
WITHIN A ROOM. HIGH 
VOLTAGE WIRING IS LOCATED IN THE 
ADJACENT OR REMOTE ELECTRICAL BOX.

Wiring Diagram
Integration Kit and Wi-Fi VisionPRO® 8000

to 120V/240V Heating Products
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